
EDIUS Pro 7 4Kファイルリアルタイム再生パフォーマンス一覧

再生バッファ：512MB設定時

XAVC 23.98p HQX 23.98p 1Dc 23.98p XAVC 59.94p HQX 59.94p

PC A 1 2 2 0 0

PC B 2 2 1 1 1

PC C 3 4 1 1 1

PC D 4 5 2 1 2

PC E 4 5 2 1 2

再生バッファ：2GB設定時

XAVC 23.98p HQX 23.98p 1Dc 23.98p XAVC 59.94p HQX 59.94p

PC A 1 1 1 0 0

PC B 2 1 1 0 1

PC C 2 3 1 1 1

PC D 3 3 1 1 1

PC E 3 4 1 1 2

PCの主な仕様

CPU

RAM

Data Drive

グラフィックボード

OS

16GB

2.5inch 500GB x8 RAID50

nVidia Quadro 2000

Windows 7 Professional

64bit

PC E

Xeon E5-2690 16 core

32GB

2.5inch 500GB x8 RAID50

nVidia Quadro 2000

Windows 7 Professional

64bit

PC A PC B PC C PC D

Xeon E5-2690 16 coreXeon E5-2650 16 coreCore i7 4770K Xeon E5-2640 6 core

16GB

3.5inch 500GB x2

nVidia Quadro K2000

Windows 7 Professional

64bit

8GB

3.5inch 1TB x1

nVidia Quadro K2000

Windows 7 Professional

64bit

32GB

2.5inch 500GB x8 RAID50

nVidia Quadro 2000

Windows 7 Professional

64bit


